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Applications of product

TFT-LCD: wet etching, strippi   er, cleaning

TN/STN: wet etching, stripping, developer, cleaning

Color Filter: wet etching, stripping, developer, cleaning

Beverage/Wine clarification

Chemical processing

Solvent �ltration

MP S D10 1 E DO A A -H

 Product Name  Grade  Rating(um)  Length  O-ring  Code Number  Pre-flush  Integrity Test  Special

 Micro  Panel  S: Standard 
 P: Plus 
 E: Extra 
 

 A30 : 0.03 
 B10 : 0.1 
 B20 : 0.2 
 B45 : 0.45 
 C12 : 1.2 

 A : 5" 
 1  : 10" 
 2  : 20" 
 3  : 30" 
 4  : 40" 

 E : EPDM 
 S : Silicone 
 V : Viton 
 T :  PFA  

encapsulate  
viton

 DO : Double Open (full length) 
 TO : Double Open 
 2C : 222/Cap 
 2S : 222/Spear 
 6C : 226/Cap 
 6S : 226/Spear 
 2F : 222(with tabs,Autoclavable)/Cap 
 2B : 222(with tabs,Autoclavable)/Spear 
 6F : 226(with tabs,Autoclavable)/Cap 
 6B : 226(with tabs,Autoclavable)/Spear

 A : pre -flush  
      with DI water 
 N : Non  
       pre -flush  
 

 N : Non Test 
 A : Bubble  Test

 -H :  Alcohol 
soaked 


